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This document identifies exceptions to :


ITU-T rec. Q.731 clause 3 to 6 (03/93) modified by ETSI 


EN 300 356-3 to 6 V3.1.3 (08/98) : ISDN; Signalling System n° 7; ISUP version 3 for the international interface; 


Part 3: Calling Line Identification Presentation (CLIP) supplementary service


Part 4 : Calling Line Identification Restriction (CLIR) supplementary service


Part 5 : Connected Line Identification Presentation (COLP) supplementary service


Part 6 : Connected Line Identification Restriction  (COLR) supplementary service





Editorial note : the working documents ETSI used are the documents  


DEN 300 356-3 to 6 V3.1.1 (1997-10)





The references and the editorial rules are detailed in SPIROU1998-000 document.


It is necessary to refer to the corresponding SPIROU specifications when the text refers to ITU-T Recommendations.


SPIROU1998-001 gives additional clarification where necessary and has priority over the rest of the specification documents.





�
3	Calling line identification presentation (CLIP)


3.5.2.3	Actions at the outgoing international gateway exchange


3.5.2.3	Actions at the outgoing interconnection exchange


3.5.2.3.1	  Normal operation


The calling party number parameter is sent transparently if received.


If the generic number parameter is received and its number qualifier indicates “additional calling party number" then the generic number parameter shall be treated in the same manner as the calling party number parameter.


NOTES : 	The address presentation restricted indicator in both the calling party number and generic number parameters are set to the same value. They can have the values “presentation allowed” or “presentation restricted”.


3.5.2.3.2	  Exceptional procedures


If the outgoing interconnection exchange can not provide a significant calling party number then either no calling party number parameter will be sent to the succeeding exchange or the calling party number parameter has the "address presentation restricted indicator" set to " address not available".


3.5.2.4	Actions at the incoming international gateway exchange


3.5.2.4	Actions at the incoming interconnection exchange


3.5.2.4.1	  Normal operation


The calling party number parameter is sent transparently if received.


If the generic number parameter is received and its number qualifier indicates « additional calling party number » then the generic number parameter shall be treated in the same manner as the calling party number parameter.


3.5.2.4.2	  Exceptional procedures


If the address presentation restricted indicator of the received calling party number parameter is set to “address not available”, then this value shall be passed on transparently. The screening indicator shall be set to “network provided”.


3.6.6	Calling line identification restriction (CLIR)


Depending on bilateral agreement, the originating network may restrict the information conveyed in the generic number and/or calling party number parameter from being sent to the destination network when the CLIR supplementary service is applicable.


4	Calling line identification restriction (CLIR)


4.5.2.3	Actions at the outgoing international gateway interconnection exchange


4.5.2.3.2	  Exceptional procedures


4.5.2.3.2	  Exceptional procedures


No exceptional procedures are identified.


4.5.2.4	Actions at the incoming international gateway interconnection exchange


4.6.5	Calling line identification presentation (CLIP)


Depending on bilateral agreement, the originating network may restrict the information conveyed in the generic number and/or calling party number parameter(s) from being sent to the destination network when the CLIR supplementary service is applicable.


4.7	Interactions with other networks


When a call originates in one ISDN and terminates in another ISDN and the CLIR supplementary service is applied, the rules and regulations of the destination network shall apply.


NOTE – When the CLIR supplementary service is invoked, some network providers may not send the number(s) of the calling user to other network providers.


On calls to or via non-ISDNs, it cannot be assured that the address presentation restriction indication can be carried to the destination network. As a national option the originating network may restrict information identifying the calling user from being forwarded to the destination network when the CLIR supplementary service is applicable. For further information see 3.7.


5	Connected line identification presentation (COLP)


5.5.2.3	Actions at the outgoing international gateway interconnection exchange


5.5.2.3.1	  Normal operation


5.5.2.3.1	  Normal operation


The connected party number parameter is sent transparently if received.


If the generic number parameter field is received and its number qualifier indicates “additional connected party number”, and the numbering plan indicator is coded “ISDN (Telephony) numbering plan (Recommendation E.164)”, then the generic number parameter shall be treated in the same manner as the connected party number parameter.


5.5.2.4	Actions at the incoming international gateway interconnection exchange


5.5.2.4.1	  Normal operation


5.5.2.4.1	  Normal operation


The connected party number parameter is sent transparently if received.


If the generic number parameter field is received and its number qualifier indicates “additional connected party number” and the numbering plan indicator is coded “ISDN (Telephony) numbering plan (Recommendation E.164)”, then the generic number parameter shall be treated in the same manner as the connected party number parameter.


6	Connected line identification restriction (COLR)


6.2.1	General description


The passing of restricted connected line identities between participating Administrations shall be subject to bilateral agreement.


6.5.2.3	Actions at the outgoing international gateway interconnection exchange


6.5.2.4	Actions at the incoming international gateway interconnection exchange


6.5.2.4.1	  Normal operation


6.5.2.4.1	  Normal operation


See 5.5.2.4.1.


6.7	Interaction with other networks


As a national option the destination network can restrict the COL to the originating network if COLR is applicable.
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