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This document identifies exceptions to :


ITU-T rec. Q.737 clause 1 (06/97) modified by EN 300 356-8 V3.1.3 (08/98) ISDN; Signalling System n° 7; ISUP version 3 for the international interface; Part 8 : User-to-User Signalling (UUS) supplementary service 








Editorial note : the working document ETSI used is the document  


DEN 300 356-8 V3.1.1 (1997-10)





The references and the editorial rules are detailed in SPIROU1998-000 document.


It is necessary to refer to the corresponding SPIROU specifications when the text refers to ITU-T Recommendations.


SPIROU1998-001 gives additional clarification where necessary and has priority over the rest of the specification documents.
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1 	User-to-User Signalling (UUS)


1.1 User-to-User Signalling service 1





1.1.5.2.3	  Actions at the outgoing international gateway interconnection exchange


1.1.5.2.4	  Actions at the incoming international gateway interconnection exchange


1.2  User-to-User Signalling service 2


1.2.5.2.3	  Actions at the outgoing international gateway interconnection exchange


1.2.5.2.4	  Actions at the incoming international gateway interconnection exchange


1.3	User-to-User Signalling service 3


1.3.5.2.3	  Actions at the outgoing international gateway interconnection exchange


1.3.5.2.4	  Actions at the incoming international gateway interconnection exchange
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